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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

FWP Wall Panel
24”,30” and 36" Coverage - 2”7, 22", 3” and 4” Thicknesses
(Stucco Embossed)
f 24", 30" and 36" f
‘ Exterior Surface ‘
g ;J 2", 2Y,", 3" or 4”
PRICE PER SQUARE
EXT. INT. NET PANEL  WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
22 26 24" 2" 181# Signature® 200 * \Y \Y4 \Y \Y4
22 26 24" 2" 181# Signature® 300 * \Y4 Vv \Y4 Vv
22 26 24" 2Y," 187# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 24" 2Y," 187# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 24" 3" 194# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 24" 3" 194# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 24" 4" 208#  Signature® 200 * \Y/ \Y \YJ \Y
22 26 24" 4" 208#  Signature® 300 * \Y/ \Y \YJ \Y
22 26 30" 2" 220# Signature® 200 * \Y \Y4 \Y \Y4
22 26 30" 2" 220# Signature® 300 * \Y4 \Y4 \Y \Y4
22 26 30" 2Y," 228# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 30" 2Y," 228# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 30" 3" 236# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 30" 3" 236# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 30" 4" 253#  Signature® 200 * \Y/ \Y \YJ \Y
22 26 30" 4" 253#  Signature® 300 * \Y/ \Y \YJ \Y
22 26 36" 2" 258# Signature® 200 * \Y \Y4 \Y \Y4
22 26 36" 2" 258# Signature® 300 * \Y% \Y4 \Y% \Y4
22 26 36" 2Y," 268# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 36" 2Y," 268# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 36" 3" 278%# Signature® 200 * \Y4 \Y/ \Y4 \Y/
22 26 36" 3" 278%# Signature® 300 * \Y4 \Y/ \Y4 \Y/
22 26 36" 4" 298#  Signature® 200 * \Y/ \Y \YJ \Y
22 26 36" 4" 298# Signature® 300 * \Y/ \Y/ \/ \Y/
* See IPS Color Chart for available colors
E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

FWP Wall Panel

24”,30” and 36" Coverage - 2”7, 2'2”, 3” and 4” Thicknesses
(Stucco Embossed)

‘ 24", 30" and 36" W

Exterior Surface

2", 2", 3" or 4”
PANEL PRICING:

1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges, finishes or panel widths, please inquire.

3. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both.

4. For short panel lengths, add $8.00 per panel for lengths under 6'-0”.

5. All prices include standard packaging.

6. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 for trim pricing.

SET UP FEE FOR ORDERS:

1. Fororderslessthan 1,000 SQ. ft. . . . ..ottt Add a $900 set-up charge
COIL ADD CHARGE TABLE for 22 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO fl. . ottt Add a $15.50 per sq. ft. charge
1,000 - 1,999 8. ft. . oottt Add a $6.80 per sq. ft. charge
2,000 - 2,999 SO. ft. .\ vt Add a $2.40 per sq. ft. charge
3,000 - 3,999 SO. ft. .\ vt Add a $0.90 per sq. ft. charge
4,000 - 4,999 SO. fl. oot it Add a $0.35 per sq. ft. charge
5,000 - 5,999 SO. fl. ..o\t ti Add a $0.30 per sq. ft. charge
6,000 - 6,999 SO. ft. ..ot ti Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. ..ot Add a $0.20 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PaCKagINg . . . ..o Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) ............ ... ... .. ... .... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . . .. ......... ... ... .. ...... Please Inquire
NOTES:

1. All panels with lengths longer than 32'-0" . . . ... . Please Inquire

2. Stucco embossing is standard and required on both exterior and interior panel skins.

3. For cooler/freezer appliCations . . . . ... ... e Please Inquire

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.

SUBJECT TO CHANGE WITHOUT NOTICE SEE www.insulated-panels.com FOR CURRENT INFORMATION EFFECTIVE NOVEMBER 7, 2011  FP-3



Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:
Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

HWP Wall Panel
24, 30” and 36" Coverage - 2”7, 2¥2” and 3” Thicknesses
(Stucco Embossed)
¥" Reveal (Std.) 24", 30" or 36"
¥," Reveal (Opt.) —j ‘
2" Reveal (Opt.) Exterior Surface
g ;—g 2", 2 %" or 3"
PRICE PER SQUARE
EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
22 26 24" 2" 181# Signature® 200 * \Y4 Vv \Y4 Vv
22 26 24" 2" 181# Signature® 300 * \Y4 Vv \Y4 Vv
22 26 24" 29" 187# Signature® 200 * \Y4 Vv \Y4 \Y4
22 26 24" 29" 187# Signature® 300 * \Y4 Vv \Y4 \Y4
22 26 24" 3" 194# Signature® 200 * \Y4 Vv \Y4 Vv
22 26 24" 3" 194# Signature® 300 * \Y4 Vv \Y4 Vv
22 26 30" 2" 220#  Signature® 200 * \Y/ \Y \YJ \Y
22 26 30" 2" 220#  Signature® 300 * \Y/ \Y \YJ \Y
22 26 30" 29" 228# Signature® 200 * \Y4 Vv \Y4 Vv
22 26 30" 29" 228# Signature® 300 * \Y4 Vv \Y4 Vv
22 26 30" 3" 236%# Signature® 200 * \Y4 Vv \Y4 \Y4
22 26 30" 3" 236%# Signature® 300 * \Y4 Vv \Y4 \Y4
22 26 36" 2" 258# Signature® 200 * \Y4 Vv \Y4 Vv
22 26 36" 2" 258# Signature® 300 * \Y4 Vv \Y4 Vv
22 26 36" 29" 268#  Signature® 200 * \Y/ \Y \YJ \Y
22 26 36" 29" 268#  Signature® 300 * \Y/ \Y \YJ \Y
22 26 36" 3" 278%# Signature® 200 * \Y4 Vv \Y4 Vv
22 26 36" 3" 278# Signature® 300 * \Y% \Y4 \Y% \Y4
* See IPS Color Chart for available colors
E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

HWP Wall Panel

24, 30” and 36" Coverage - 2”7, 2'2” and 3” Thicknesses

(Stucco Embossed)
¥" Reveal (Std.) 24", 30" or 36" ‘

¥," Reveal (Opt.) —T

2" Reveal (Opt.) Exterior Surface

2", 2%" or 3"
PANEL PRICING:

1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges, finishes or panel widths, please inquire.

3. Panels are available with reveals of ¥” (standard), ¥,” (optional) or 2” (optional). Specify panel reveal width.

4. Specify if panels are to have an end fold on the right end, left end, both ends or neither end. Add $20.00 per end fold. For
end folds on panels with optional reveal widths, please inquire.

5. Corner panels are available with the standard %" reveal. For corner panels with optional reveal widths, please inquire. For
pricing on corner panels, please inquire. End folds are available on corner panels. See panel pricing note #4 above.

6. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both. Factory mastic is not available
on corner panels.

7. For short panel lengths, add $8.00 per panel for lengths under 6’-0".

8. All prices include standard packaging. Corner panels require special packaging, please inquire.

9. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 and FP-59 - FP-61 for trim pricing.

SET UP FEE FOR ORDERS:

1. Fororderslessthan 1,000 sq. ft. ... ..ottt Add a $900 set-up charge
COIL ADD CHARGE TABLE for 22 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. ..ot Add a $15.50 per sq. ft. charge
1,000 - 1,999 SQ. ft. . v vt e Add a $6.80 per sqg. ft. charge
2,000 - 2,999 SO. fl. ..t v Add a $2.40 per sq. ft. charge
3,000 - 3,999 8. fl. ..ot Add a $0.90 per sqg. ft. charge
4,000 - 4,999 SO. fl. . .ot Add a $0.35 per sqg. ft. charge
5,000 - 5,999 8. fl. ..ottt Add a $0.30 per sqg. ft. charge
6,000 - 6,999 SO. fl. ... oot Add a $0.25 per sqg. ft. charge
7,000 - 7,999 SO. fl. oot Add a $0.20 per sqg. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PACKAGING . . . . oottt Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) ............... ... ... ...... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . .. ........................ Please Inquire
NOTES:

1. Panels with end folds longer than 24'-0" . . .. .. . Please Inquire

2. All panels without endfolds longer than 32'-07 . . ... ... Please Inquire

3. Corner panels, with or without end folds, with either leg longer than 4-0" .. ... ... ... ... . ... ... ... ... Please Inquire

See corner panel ordering information on page FP-6
4. Stucco embossing is standard and required on both exterior and interior panel skins.
5. For cooler/freezer appliCations . . . .. ... Please Inquire
IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:
Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

HWP Wall Panel
Factory Formed Outside Corner
Ordering Information

CLIP LEG
INTERIOR
PANEL SKIN

L EXTERIOR
PANEL SKIN
FACTORY CORNER FACTORY CORNER
LEFT LEG RIGHT LEG
HWP Wall Panel
Factory Formed Outside Corner
L —J Example of Corner Leg Calculation

Distance from steel line at corner to center of
structural support at vertical joint = 2-0".

Corner panel leg length = 2'-0” less 3/8” for half of
3/4” gap at vertical joint, which = 1'-11 5/8”.

20"
FROM STEEL LINE TO
CENTER OF VERTICAL JOINT

Then add for the panel thickness. If 2" thick panel,
{ 1 the leg length is 2'-1 5/8".

] L

Last add 1 1/8” for each panel end fold to total
panel length.

PANEL
THICKNESS 1-11 %" A
VERTICAL
TOTAL LEG LENGTH JOINT

CALCULATING PANEL LENGTHS

ORDERING INFORMATION:
1. Specify panel width of 24", 30" or 36".
2. Provide left leg length and right leg length. Minimum leg length is 1’-0” and maximum leg length is 8’-0".
3. Specify if panels are to have an end fold on the right leg, left leg, both legs or neither leg.
4. Standard reveal is 1/8”. For other reveal options, please inquire.

FP-6 SUBJECT TO CHANGE WITHOUT NOTICE SEE www.insulated-panels.com FOR CURRENT INFORMATION EFFECTIVE NOVEMBER 7, 2011



Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

IPP Il Wall Panel
36" and 42” Coverage - 27, 2%2”, 3” and 4” Thicknesses

‘ 36" and 42" 1

2" 2V, 3" or 4"

PRICE PER SQUARE

Exterior Surface

EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
26 26 36" 2" 207# Signature® 200 * \Y4 \Y4 \Y4 \Y4
26 26 36" 2" 207# Signature® 300 * \Y4 \Y4 \Y4 \Y4
26 26 36" 2Y," 217# Signature® 200 * Vv Vv Vv Vv
26 26 36" 29" 217# Signature® 300 * Vv \Y% \Y% \Y%
26 26 36" 3" 227# Signature® 200 * Vv Vv Vv Vv
26 26 36" 3" 227# Signature® 300 * Vv Vv Vv Vv
26 26 36" 4" 247# Signature® 200 * \Y/ Vv \Y/ Vv
26 26 36" 4" 247# Signature® 300 * \Y/ Vv \Y/ Vv
26 26 42" 2" 205# Signature® 200 * \Y/ \Y \/ \Y
26 26 42" 2" 205# Signature® 300 * \Y/ \Y \/ \Y
26 26 42" 2Y," 215# Signature® 200 * Vv Vv Vv Vv
26 26 42" 2Y," 215# Signature® 300 * Vv Vv Vv Vv
26 26 42" 3" 225# Signature® 200 * Vv Vv Vv Vv
26 26 42" 3" 225# Signature® 300 * Vv Vv Vv Vv
26 26 42" 4" 245# Signature® 200 * \Y/ Vv \Y/ Vv
26 26 42" 4" 245# Signature® 300 * \Y/ Vv \Y/ Vv

*See IPS Color Chart for available colors

E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

IPP Il Wall Panel
36" and 42” Coverage - 27, 2¥2”, 3” and 4” Thicknesses

‘ 36" and 42" 1

Exterior Surface

PANEL PRICING:
1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.
2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other panel thicknesses, gauges or finishes, please inquire.
3. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both.
4. For short panel lengths, add $8.00 per panel for lengths under 6'-0”.
5. All prices include standard packaging.
6. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 for trim pricing.
SET UP FEE FOR ORDERS:

1. Forordersless than 1,000 SQ. ft. . . . ..ottt Add a $900 set-up charge
COIL ADD CHARGE TABLE for 26 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. Tl . oo Add a $18.00 per sq. ft. charge
1,000 - 1,999 SQ. ft. . .ot Add a $8.25 per sq. ft. charge
2,000 - 2,999 SO. fl. . ot Add a $3.40 per sq. ft. charge
3,000 - 3,999 SO. fl. .ot t Add a $1.80 per sq. ft. charge
4,000 - 4,999 SO. fl. .. oo Add a $0.98 per sq. ft. charge
5,000 - 5,999 Sq. fl. . .ttt Add a $0.50 per sq. ft. charge
6,000 - 6,999 SO. fl. . ..ttt Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. .ot Add a $0.20 per sq. ft. charge
8,000 - 8,999 SO. fl. . .ttt Add a $0.15 per sq. ft. charge
9,000 - 9,999 SO. fl. . .ttt Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3.  Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PaCKagINg . . . ..o Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) ............. ... ... ... .... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . .. ........................ Please Inquire
NOTES:

1. All panels with lengths longer than 50°-0" . . . ... .. e Please Inquire

2. Stucco embossing is standard and required on both exterior and interior panel skins.

3. For cooler/freezer appliCations . . . . ... ... e Please Inquire

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

EWP Il Wall Panel
36" Coverage - 27, 2'2”, 3” and 4” Thicknesses

) 36” )
‘ :m 6” /‘
~ Exterior Surface
2" 2" 3 or &

PRICE PER SQUARE

EXT. INT. NET PANEL  WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
26 26 36" 2" 181# Signature® 200 * \Y/ \Y \Y \Y
26 26 36" 2" 181# Signature® 300 * \Y/ \Y \Y/ \Y
26 26 36" 2Y," 190# Signature® 200 * \Y% \Y% \Y% \Y%
26 26 36" 2Y," 190# Signature® 300 * \Y% \Y% \Y% \Y%
26 26 36" 3" 199# Signature® 200 * \Y \Y \Y \Y
26 26 36" 3" 199# Signature® 300 * \Y \Y \Y \Y
26 26 36" 4" 216# Signature® 200 * \Y \Y% \Y% \Y%
26 26 36" 4" 216# Signature® 300 * \Y \Y% \Y% \Y%

* See IPS Color Chart for available colors

E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

EWP Il Wall Panel
36" Coverage - 27, 2'2”, 3” and 4” Thicknesses

) 36" )

5, 6"
‘ N Exterior Surface ‘

2", 2Y,", 3" or 4"

PANEL PRICING:

1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other panel thicknesses, gauges or finishes, please inquire.

3. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both.

4. For short panel lengths, add $8.00 per panel for lengths under 6'-0".

5. All prices include standard packaging.

6. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 for trim pricing.

SET UP FEE FOR ORDERS:

1. Fororderslessthan 1,000 Sq. ft. .. ... e Add a $900 set-up charge
COIL ADD CHARGE TABLE for 26 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. o oo e e Add a $18.00 per sq. ft. charge
1,000 - 1,999 SO. ft. oottt Add a $8.25 per sq. ft. charge
2,000 - 2,999 SO. ft. .\ vt Add a $3.40 per sqg. ft. charge
3,000 - 3,999 SO. ft. ..ot e Add a $1.80 per sg. ft. charge
4,000 - 4,999 SO. fl. ..o o i Add a $0.98 per sqg. ft. charge
5,000 - 5,999 SO. ff. . oottt Add a $0.50 per sg. ft. charge
6,000 - 6,999 SO. . ..ot i Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. . oot Add a $0.20 per sqg. ft. charge
8,000 - 8,999 SO. ft. . ..o i e Add a $0.15 per sq. ft. charge
9,000 - 9,999 SO. ft. ottt Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PACKAGING . . . . oot Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) . ........... ... ... ... ... .... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . ........................... Please Inquire
NOTES:

1. All panels with lengths longer than 50’-07 . . . .. ... Please Inquire

2. Stucco embossing is standard and required on both exterior and interior panel skins.

3. Forcooler/freezer applications . . ... . ... e Please Inquire

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

Sonora™ Wall Panel
36” and 42" Coverage - 27, 2¥2”, 3” and 4” Thicknesses
(Aztec Embossed - Exterior Surface Only)
‘ 36" and 42" W

Exterior Surface

2", 2%, 3" or 4”

PRICE PER SQUARE

EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
24 26 36" 2" 229# Signature® 200 * Vv Vv Vv \Y4
24 26 36" 2" 229# Signature® 300 * Vv Vv Vv \Y4
24 26 36" 2Y," 239# Signature® 200 * Vv \Y/ Vv \Y/
24 26 36" 2Y," 239# Signature® 300 * Vv \Y/ Vv \Y/
24 26 36" 3" 249%# Signature® 200 * \/ \Y \/ \Y/
24 26 36" 3" 249%# Signature® 300 * \/ \Y \/ \Y/
24 26 36" 4" 269#  Signature® 200 * \YJ \ \YJ \Y
24 26 36" 4" 269# Signature® 300 * \Y4 \Y4 \Y4 \Y/
24 26 42" 2" 226# Signature® 200 * Vv Vv Vv \Y4
24 26 42" 2" 226# Signature® 300 * Vv Vv Vv \Y4
24 26 42" 2Y," 236# Signature® 200 * Vv \Y/ Vv \Y/
24 26 42" 2Y," 236# Signature® 300 * Vv \Y/ Vv \Y/
24 26 42" 3" 246# Signature® 200 * \Y4 \Y/ \Y4 Vv
24 26 42" 3" 246# Signature® 300 * \Y4 \Y/ \Y4 Vv
24 26 42" 4" 266# Signature® 200 * Vv Vv Vv \Y/
24 26 42" 4" 266# Signature® 300 * Vv Vv Vv \Y/

* See IPS Color Chart for available colors

E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.

SUBJECT TO CHANGE WITHOUT NOTICE SEE www.insulated-panels.com FOR CURRENT INFORMATION EFFECTIVE NOVEMBER 7, 2011 FP-11



Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

Sonora™ Wall Panel
36”7 and 42" Coverage - 27, 2¥2”, 3” and 4” Thicknesses
(Aztec Embossed - Exterior Surface Only)
‘ 36" and 42" ‘

Exterior Surface

g 5 2", 2Y,", 3" or 4”

PANEL PRICING:
1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.
2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.
3. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both.
4. For short panel lengths, add $8.00 per panel for lengths under 6'-0”.
5. All prices include standard packaging.
6. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 for trim pricing.
SET UP FEE FOR ORDERS:

1. Fororderslessthan 1,000 sq. ft. . . ... ot Add a $900 set-up charge
COIL ADD CHARGE TABLE for 24 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. . ot Add a $16.50 per sq. ft. charge
1,000 - 1,999 SQ. ft. .ottt Add a $7.50 per sq. ft. charge
2,000 - 2,999 SO. fl. .\ vt Add a $2.90 per sq. ft. charge
3,000 - 3,999 SQ. fl. ..ot Add a $1.40 per sq. ft. charge
4,000 - 4,999 SO. fl. ot ot Add a $0.60 per sq. ft. charge
5,000 - 5,999 SQ. fl. ..ottt Add a $0.30 per sq. ft. charge
6,000 - 6,999 SO. fl. .. .ot Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. .o vttt Add a $0.20 per sq. ft. charge
8,000 - 8,999 SO. fl. ..\ oot Add a $0.15 per sq. ft. charge
9,000 - 9,999 SQ. fl. ..\ vt Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PACKAGING . . . . oot Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) ........................... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . ... ....................... Please Inquire
NOTES:

1. All panels with lengths longer than 32'-07 . .. .. ... Please Inquire

2. Aztec embossing is standard on exterior panel skin and Stucco embossing is standard on interior panel skin.

3. For cooler/freezer appliCations . . . .. ... Please Inquire

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

ESP 11 Wall Panel
36" and 42” Coverage - 27, 2¥2”, 3” and 4” Thicknesses

‘ 36" and 42" 1

27, 2%, 3" or 4”

PRICE PER SQUARE

Exterior Surface

EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
24 26 36" 2" 229# Signature® 200 * Vv Vv Vv \Y/
24 26 36" 2" 229# Signature® 300 * Vv Vv Vv \Y/
24 26 36" 29" 239# Signature® 200 * \Y4 \Y4 \Y \Y4
24 26 36" 29" 239# Signature® 300 * \Y4 \Y4 \Y \Y4
24 26 36" 3" 249#  Signature® 200 * \Y/ \Y \Y/ \
24 26 36" 3" 249#  Signature® 300 * \Y/ \Y \Y/ \
24 26 36" 4" 269# Signature® 200 * \Y4 Vv \Y4 Vv
24 26 36" 4" 269# Signature® 300 * \Y% \Y4 \Y% \Y4
24 26 42" 2" 226# Signature® 200 * Vv Vv Vv \Y/
24 26 42" 2" 226# Signature® 300 * Vv Vv Vv \Y/
24 26 42" 29" 236# Signature® 200 * \Y4 \Y4 \Y \Y4
24 26 42" 29" 236# Signature® 300 * \Y4 \Y4 \Y \Y4
24 26 42" 3" 246# Signature® 200 * Vv Vv Vv Vv
24 26 42" 3" 246# Signature® 300 * Vv Vv Vv Vv
24 26 42" 4" 266%# Signature® 200 * \Y4 Vv \Y4 Vv
24 26 42" 4" 266%# Signature® 300 * \Y4 Vv \Y4 Vv

* See IPS Color Chart for available colors

E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

ESP Il Wall Panel
36" and 42” Coverage - 27, 2%2”, 3” and 4” Thicknesses

‘ 36" and 42" ‘

Exterior Surface

E :,ﬁ( 2", 2Y,", 3" or 4”

PANEL PRICING:
1. Pricing is for panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and the
total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up
Fee and Coil Add Charge Table below for additional small quantity charges.
2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.
3. Pricing does not include factory applied vapor seal mastic. For factory vapor seal mastic, add $0.06 per square foot/per
groove. Specify vapor seal mastic to be installed in exterior groove, interior groove or both.
4. For short panel lengths, add $8.00 per panel for lengths under 6’-0”.
5. All prices include standard packaging.
6. See pages FP-30 - FP-40 for clip and accessory pricing. Pages FP-46 - FP-49 for trim pricing.
SET UP FEE FOR ORDERS:

1. Fororderslessthan 1,000 SQ. ft. . . ... .ottt Add a $900 set-up charge
COIL ADD CHARGE TABLE for 24 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. . oot Add a $16.50 per sq. ft. charge
1,000 - 1,999 SO. ft. . oot i e Add a $7.50 per sq. ft. charge
2,000 - 2,999 SO. ft. .\ vt e Add a $2.90 per sq. ft. charge
3,000 - 3,999 SO. fl. .. vt Add a $1.40 per sq. ft. charge
4,000 - 4,999 SO. fl. oottt Add a $0.60 per sq. ft. charge
5,000 - 5,999 SO. fl. ..ottt Add a $0.30 per sq. ft. charge
6,000 - 6,999 SO. ft. .. .ottt Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. o .ot Add a $0.20 per sq. ft. charge
8,000 - 8,999 SO. fl. .. .ttt Add a $0.15 per sq. ft. charge
9,000 - 9,999 SO. fl. .. ottt e Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

4. Special PaCKagINGg . . . ..ot Please Inquire
DELIVERY:

1. Stocked gauges and colors (See IPS Color Chart for available colors) .............. ... .. ... ... Allow (4-8) Weeks

2. Other gauges, colors or small quantities of standard or non-stocked colors . ... .......... .. ... .. ...... Please Inquire
NOTES:

1. All panels with lengths longer than 40°-0" . . ... ... e Please Inquire

2. Stucco embossing is standard and required on both exterior and interior panel skins.

3. For cooler/freezer applications . . .. ... ... Please Inquire

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

IBL Roof Panel
30" Coverage - 27, 22", 3”, 47, 5” and 6” Thicknesses

T 30" W

2" Exterior Surface
2", 2Y,", 3",
4”,5" or 6

PRICE PER SQUARE

EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
24 26 30" 2" 238# Galvalume Plus® x< \Y/ \V \Y/ \V
24 26 30" 2" 238# Signature® 200 * Vv Vv Vv Vv
24 26 30" 2" 238# Signature® 300 * Vv Vv Vv Vv
24 26 30" 2v," 248# Galvalume Plus® > Vv Vv Vv Vv
24 26 30" 2v," 248# Signature® 200 * Vv Vv Vv V
24 26 30" 2v," 248# Signature® 300 * Vv Vv Vv Vv
24 26 30" 3" 258# Galvalume Plus® x< V VvV Vv VvV
24 26 30" 3" 258# Signa’[ure® 200 * V VvV Vv VvV
24 26 30" 3" 258# Signa’[ure® 300 * V VvV Vv VvV
24 26 30" 4" 278# Galvalume Plus® x< V VvV V VvV
24 26 30" 4" 278# Signature® 200 * V VvV V VvV
24 26 30" 4" 278# Signature® 300 * V VvV V VvV
24 26 30" 5" 298# Galvalume Plus® x< \Y/ \V \Y/ \V
24 26 30" 5" 298# Signature® 200 * \/ \Y \/ \Y
24 26 30" 5" 298# Signature® 300 * \/ \Y \/ \Y
24 26 30" 6" 318# Galvalume Plus® > Vv Vv Vv Vv
24 26 30" 6" 318# Signature® 200 * Vv Vv Vv Vv
24 26 30" 6" 318# Signature® 300 * Vv Vv Vv Vv

* See IPS Color Chart for available colors

E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC. Galvalume Plus is a registered and protected trademark of BIEC International, Inc.

> The Galvalume Plus® coating is subject to variances in spangle from coil to coil which may result in noticeable shade variation in
installed panels.The Galvalume Plus® coating is also subject to differential weathering after panel installation. Panels may appear to be
different shades due to this weathering characteristic. If a consistent appearance is required, IPS recommends that pre-painted panels
be used in lieu of Galvalume Plus®. Shade variation in panels manufactured from Galvalume Plus® coated material do not diminish the
structural integrity of the product. These shade variations should be anticipated and are not a cause for rejection.

SUBJECT TO CHANGE WITHOUT NOTICE SEE www.insulated-panels.com FOR CURRENT INFORMATION EFFECTIVE NOVEMBER 7, 2011 FP-15



Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:
Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

IBL Roof Panel
30" Coverage - 27, 2'2”, 3”, 47, 5” and 6” Thicknesses

¥ 30" }

1 1

2" Exterior Surface
2 2y 3,
4" 5" or 6"
PANEL PRICING:

1. Pricing is for the panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and
the total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to
Set-Up Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.

3. Pricing does not include vapor seal mastic. Vapor seal mastic, in interior joint, must be field installed.

4. Mastic in the female leg of the panel is factory applied and is included in the panel pricing except in Cooler/Freezer appli-
cations. Cooler Freezer applications require all mastic to be field installed. Deduct $0.02 per sq. ft. for panels without -
factory mastic in the female leg.

5. Add $2.00 per panel for factory installed backer plates. (Required for all panels except Eave/Hip and Peak/Hip panels).

Panels under 12’-0” in length cannot be notched, swaged, dimpled, cut back or have backer plates installed. When

required, these panels can be field notched and cut back by the installer. Eave/Hip, Peak/Hip and panels under 12’-0”

will not be charged for backer plates.

7. For short panel lengths, add: $8.00 per panel for lengths under 12’-0”.
8. All prices include standard packaging.
9. See pages FP-30 - FP-31 and FP-34 - FP-45 for clip and accessory pricing. Pages FP-55 - FP-58 for trim pricing.

SET-UP FEE FOR ORDERS

o

Less than 1,000 SO. ft. ... .. oot Add a $2,500 set-up charge
1,000 - 2,490 SO. ft. ..ot e e Add a $1,500 set-up charge
2,500 - 5,000 SO. ft. + ot vt Add a $500 set-up charge
COIL ADD CHARGE TABLE for 24 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. . oottt Add a $16.50 per sq. ft. charge
1,000 - 1,999 SO. ft. . oottt Add a $7.50 per sq. ft. charge
2,000 - 2,999 SO. ft. ..ot e Add a $2.90 per sq. ft. charge
3,000 - 3,999 SO. ft. ..ot e Add a $1.40 per sq. ft. charge
4,000 - 4,999 SO. fl. .ot it Add a $0.60 per sq. ft. charge
5,000 - 5,999 SO. ft. ..ttt Add a $0.30 per sq. ft. charge
6,000 - 6,999 SO. ft. .. .ot e Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. ft. ..ot e Add a $0.20 per sq. ft. charge
8,000 - 8,999 SO. ft. ...\ttt Add a $0.15 per sq. ft. charge
9,000 - 9,999 SO. ft. ..o\t ti  e Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps, foam blocks

between panels and shrinkwrap.

Panels have protective strippable film on both sides, which must be removed during installation.

Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

.oSpecial PaCKaging . . . ... e Please Inquire
LIVERY:

Stocked gauges and colors (See IPS Color Chart for available colors) .............. .. ... ....... Allow (4-8) Weeks
Other gauges, colors or small quantities of standard, non-stocked colors .. ............ ... ... .. ...... Please Inquire
TES:

Maximum panel length is 50’-0”. For longer lengths, please inquire

Stucco embossing is standard on the interior panel skin. Stucco embossing is optional on the exterior skin on roof slopes
less than 3:12. For roof slopes 3:12 or greater, Stucco embossing is required.

3. For Valley applications specify a 0” cut back on the Eave/Blank panel.

4. For panel ordering information, see page FP-21 and FP-22.

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.

@)
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

IBL Roof Panel
36" Coverage - 27, 22", 3”, 47, 5” and 6” Thicknesses
I 1‘
2" Exterior Surface
mp‘—’wmm:::jj 2, 2%,", 3,
4,5 or 6”
PRICE PER SQUARE
EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
24 26 36" 2" 233# Galvalume Plus® x< \Y/ \ \Y/ \
24 26 36" 2" 233# Signature® 200 * \Y4 Vv \Y4 Vv
24 26 36" 2" 233# Signature® 300 * \Y4 Vv \Y4 Vv
24 26 36" 2%," 243# Galvalume Plus® x< \Y4 Vv \Y4 Vv
24 26 36" 2%," 243# Signature® 200 * \Y4 Vv \Y4 \Y/
24 26 36" 2%," 243# Signature® 300 * \Y4 Vv \Y4 \Y/
24 26 36" 3" 253# Galvalume Plus® x< \Y4 Vv \Y4 \Y/
24 26 36" 3" 253# Signature® 200 * \Y4 Vv \Y4 Vv
24 26 36" 3" 253# Signature® 300 * \Y4 Vv \Y4 Vv
24 26 36" 4" 273# Galvalume Plus® x \Y4 \Y4 \Y4 \Y4
24 26 36" 4" 273# Signature® 200 * \Y4 \Y4 \Y4 \Y4
24 26 36" 4" 273# Signature® 300 * \Y4 \Y4 \Y4 \Y4
24 26 36" 5" 293# Galvalume Plus® x< \Y/ \ \Y/ \
24 26 36" 5" 293# Signature® 200 * \/ \Y \/ \Y
24 26 36" 5" 293# Signature® 300 * \/ \Y \/ \Y
24 26 36" 6" 313# Galvalume Plus® x \Y4 \Y/ \Y4 Vv
24 26 36" 6" 313# Signature® 200 * \Y4 Vv \Y4 \Y/
24 26 36" 6" 313# Signature® 300 * \Y4 Vv \Y4 \Y/
* See IPS Color Chart for available colors
E In addition to the published price, Non-stocked and Custom Colors will

require add charge. See Coil Add Charge Table in Panel Pricing notes.

See IPS Color Chart for stocked colors

For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC. Galvalume Plus is a registered and protected trademark of BIEC International, Inc.

> The Galvalume Plus® coating is subject to variances in spangle from coil to coil which may result in noticeable shade variation in
installed panels.The Galvalume Plus® coating is also subject to differential weathering after panel installation. Panels may appear to be
different shades due to this weatherlng characteristic. If a consistent appearance is required, IPS recommends that pre-painted panels
be used in lieu of Galvalume Plus®. Shade variation in panels manufactured from Galvalume Plus® coated material do not diminish the
structural integrity of the product. These shade variations should be anticipated and are not a cause for rejection.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

IBL Roof Panel
36" Coverage - 27, 2'2”, 3”, 47, 5” and 6” Thicknesse

K 36" J

1 !

2" Exterior Surface
mph’wmm:::j j 2", 2Y,", 3",
4", 5" or 6”
PANEL PRICING:

1. Pricing is for the panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and
the total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to
Set-Up Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.

3. Pricing does not include vapor seal mastic. Vapor seal mastic, in interior joint, must be field installed.

4. Mastic in the female leg of the panel is factory applied and is included in the panel pricing except in Cooler/Freezer appli-
cations. Cooler Freezer applications require all mastic to be field installed. Deduct $0.02 per sq. ft. for panels without -
factory mastic in the female leg.

5. Add $2.50 per panel for factory installed backer plates. (Required for all panels except Eave/Hip and Peak/Hip panels).

Panels under 12’-0” in length cannot be notched, swaged, dimpled, cut back or have backer plates installed. When

required, these panels can be field notched and cut back by the installer. Eave/Hip, Peak/Hip and panels under 12’-0”

will not be charged for backer plates.

7. For short panel lengths, add: $8.00 per panel for lengths under 12'-0".
8. All prices include standard packaging.
9. See pages FP-30 - FP-31 and FP-34 - FP-45 for clip and accessory pricing. Pages FP-55 - FP-58 for trim pricing.

SET-UP FEE FOR ORDERS

o

Less than 1,000 SO. ft. . ... o e Add a $2,500 set-up charge
1,000 - 2,499 SO. . .ottt Add a $1,500 set-up charge
2,500 - 5,000 SO. ft. ..ot e e e Add a $500 set-up charge
COIL ADD CHARGE TABLE for 24 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. . ot Add a $16.50 per sq. ft. charge
1,000 - 1,999 SQ. ft. .ottt Add a $7.50 per sq. ft. charge
2,000 - 2,999 SO. fl. .o vttt Add a $2.90 per sq. ft. charge
3,000 - 3,999 SQ. fl. .. oo e Add a $1.40 per sq. ft. charge
4,000 - 4,999 SO. fl. ottt Add a $0.60 per sq. ft. charge
5,000 - 5,999 8. fl. .. oot Add a $0.30 per sq. ft. charge
6,000 - 6,999 SQ. fl. ... oo e Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. oottt Add a $0.20 per sq. ft. charge
8,000 - 8,999 SQ. fl. ..\ ot e Add a $0.15 per sq. ft. charge
9,000 - 9,999 SQ. fl. ..ot e Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps, foam blocks

between panels and shrinkwrap.

Panels have protective strippable film on both sides, which must be removed during installation.

Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

LoSpecial PACKAGING . . . oot Please Inquire
LIVERY:

Stocked gauges and colors (See IPS Color Chart for available colors) .......... ... ... ... ... .... Allow (4-8) Weeks
Other gauges, colors or small quantities of standard, non-stocked colors . ............. ... ... .. ...... Please Inquire
TES:

Maximum panel length is 50’-0". For longer lengths, please inquire

Stucco embossing is standard on the interior panel skin. Stucco embossing is optional on the exterior skin on roof slopes
less than 3:12. For roof slopes 3:12 or greater, Stucco embossing is required.

3. For Valley applications specify a 0” cut back on the Eave/Blank panel.

4. For panel ordering information, see page FP-21 and FP-22.

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

IBL Roof Panel
42" Coverage - 27, 227, 3”7, 4”, 5” and 6” Thicknesses
T 42" T
2" Exterior Surface
: ] 2", 2%, 3,
4”5 or 6"
PRICE PER SQUARE
EXT. INT. NET PANEL  WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
24 26 42" 2" 229# Galvalume Plus® < \% \YJ \% \
24 26 42" 2" 229# Signature® 200 * \/ \Y/ \/ \Y/
24 26 42" 2" 229# Signature® 300 * \/ \Y/ \/ \Y/
24 26 42" 2Y," 239# Galvalume Plus® x< \Y4 \Y4 \Y4 \Y4
24 26 42" 2Y," 239# Signature® 200 * \Y4 \Y4 \Y4 \Y4
24 26 42" 2Y," 239# Signature® 300 * \Y4 \Y4 \Y4 \Y4
24 26 42" 3" 249# Galvalume Plus® x< \Y4 \Y/ \Y4 Vv
24 26 42" 3" 249#  Signature® 200 * \Y4 Vv \Y4 \Y/
24 26 42" 3" 249#  Signature® 300 * \Y4 Vv \Y4 \Y/
24 26 42" 4" 269# Galvalume Plus® x< \Y4 Vv \Y4 Vv
24 26 42" 4" 269# Signature® 200 * \Y4 Vv \Y4 \Y4
24 26 42" 4" 269# Signature® 300 * \Y4 Vv \Y4 \Y4
24 26 42" 5" 289# Galvalume Plus® < \Y \Y% \Y \Y%
24 26 42" 5" 289# Signature® 200 * \Y4 Vv \Y4 \Y4
24 26 42" 5" 289# Signature® 300 * \Y4 Vv \Y4 \Y4
24 26 42" 6" 309# Galvalume Plus® < \YJ \Y/ \J \Y/
24 26 42" 6" 309# Signature® 200 * \Y4 \Y4 \Y4 \Y4
24 26 42" 6" 309# Signature® 300 * \Y4 \Y4 \Y4 \Y4
* See IPS Color Chart for available colors
E In addition to the published price, Non-stocked and Custom Colors will
require add charge. See Coil Add Charge Table in Panel Pricing notes.
See IPS Color Chart for stocked colors
For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC. Galvalume Plus is a registered and protected trademark of BIEC International, Inc.

* The Galvalume Plus® coating is subject to variances in spangle from coil to coil which may result in noticeable shade variation in
installed panels.The Galvalume Plus® coating is also subject to differential weathering after panel installation. Panels may appear to be
different shades due to this weathering characteristic. If a consistent appearance is required, IPS recommends that pre-painted panels
be used in lieu of Galvalume Plus®. Shade variation in panels manufactured from Galvalume Plus® coated material do not diminish the
structural integrity of the product. These shade variations should be anticipated and are not a cause for rejection.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

IBL Roof Panel
42" Coverage - 27, 2¥2”, 3”7, 4”, 5” and 6” Thicknesses

v 42" y

1 W

2" Exterior Surface
2 2y 3,
4" 5" or 6"
PANEL PRICING:

1. Pricing is for the panels only. Clips and other accessories are sold separately. Panel pricing is based on net coverage and
the total square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to
Set-Up Fee and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.

3. Pricing does not include vapor seal mastic. Vapor seal mastic, in interior joint, must be field installed.

4. Mastic in the female leg of the panel is factory applied and is included in the panel pricing except in Cooler/Freezer appli-

cations. Cooler Freezer applications require all mastic to be field installed. Deduct $0.02 per sqg. ft. for panels without -

factory mastic in the female leg.

Add $3.00 per panel for factory installed backer plates. (Required for all panels except Eave/Hip and Peak/Hip panels).

Panels under 12’-0" in length cannot be notched, swaged, dimpled, cut back or have backer plates installed. When

required, these panels can be field notched and cut back by the installer. Eave/Hip, Peak/Hip and panels under 12’-0”

will not be charged for backer plates.

7. For short panel lengths, add: $8.00 per panel for lengths under 12-0”.
8. All prices include standard packaging.
9. See pages FP-30 - FP-31 and FP-34 - FP-45 for clip and accessory pricing. Pages FP-55 - FP-58 for trim pricing.

SET-UP FEE FOR ORDERS

o u

Less than 1,000 SO. fl. . ... .ot Add a $2,500 set-up charge
1,000 - 2,499 SQ. ft. ..o e Add a $1,500 set-up charge
2,500 - 5,000 S0. fl. ..ot Add a $500 set-up charge
COIL ADD CHARGE TABLE for 24 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. ..ot Add a $16.50 per sq. ft. charge
1,000 - 1,999 SQ. .« oot Add a $7.50 per sq. ft. charge
2,000 - 2,999 SQ. fl. ..ot Add a $2.90 per sq. ft. charge
3,000 - 3,999 SQ. fl. ..ot Add a $1.40 per sq. ft. charge
4,000 - 4,999 SO. fl. ..ot Add a $0.60 per sq. ft. charge
5,000 - 5,999 SQ. fl. .. oot Add a $0.30 per sq. ft. charge
6,000 - 6,999 SO. fl. .. ..ot Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. ..ot Add a $0.20 per sq. ft. charge
8,000 - 8,999 SQ. fl. .. .ot Add a $0.15 per sq. ft. charge
9,000 - 9,999 SQ. fl. .. oot Add a $0.10 per sq. ft. charge
PACKAGING:

1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps, foam blocks

between panels and shrinkwrap.

Panels have protective strippable film on both sides, which must be removed during installation.

Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.

coSpecial PACKAgINg . . .. Please Inquire
LIVERY:

Stocked gauges and colors (See IPS Color Chart for available colors) .............. ... ... ... .... Allow (4-8) Weeks
Other gauges, colors or small quantities of standard, non-stocked colors ............. ... ... ... ..... Please Inquire
TES:

Maximum panel length is 50’-0". For longer lengths, please inquire

Stucco embossing is standard on the interior panel skin. Stucco embossing is optional on the exterior skin on roof slopes
less than 3:12. For roof slopes 3:12 or greater, Stucco embossing is required.

3. For Valley applications specify a 0” cut back on the Eave/Blank panel.

4. For panel ordering information, see page FP-21 and FP-22.

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®
Jackson, MS

201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

IBL Roof Panel
Ordering Information

- EAVE / BLANK é
5 & FEMALE o5,
[) 8 =
0o DOWN SLOPE o

DOWN SLOPE o :
= Z 2N
h o MALE T =

c 8o

% ONE PANEL FROM EAVE TO PEAK (%

\\\\}\s}é

MULTIPLE PANEL
RUN

* 1%,” Dimension is to the line of dimples for endlap fastener location.

g EAVE / BLANK - -~ 1%"* MID / PEAK ° H=1%"*  MID / PEAK -
S @ S 9] X 19
= MALE o C Sl MALE T < MR MALE fol
3 g a &L el 8
o DOWN SLOPE 20 = DOWN SLOPE 25 = DOWN SLOPE 20
2N < =Z 0O < 2Z 0 < =z
'g 5 FEMALE nZ : L FEMALE ne 5 L FEMALE nz
& MORE THAN ONE PANEL © THREE OR MORE PANELS © MORE THAN ONE PANEL ©
FROM EAVE TO PEAK FROM EAVE TO PEAK FROM EAVE TO PEAK

ORDERING INFORMATION:

1. Specify panel designation based on number of panels required to run from eave to ridge. See panel types above to help

determine panel designations based on your particular application.

Roof panels, whether single panel run or multiple panel run, must be erected right to left when standing at the eave and
looking up slope.
Single panel run on roof - specify panel as “Eave/Blank”. Specify cut back at eave 2" - 11" in 1” increments.
Multiple panel run on roof - specify lower panel as “Eave/Blank” and cut back at eave 2” - 11" in 1” increments. Specify
middle and/or peak panels as “Mid/Peak” and the cut back at end lap(s) will be 3”.

Panels under 12’-0” in length cannot be notched, swaged, dimpled, cutback or have backer plates installed. When required,
these panels can be field notched and cutback by the installer.

o P DN
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<LIPS.

INSULATED PANEL SYSTEMS

PRICING

Corporate Office:
Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant:
Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

INSULATED PANELS

\\\\§\

U

\

EAVE / BLANK L’ /

PANEL
(Specify 0” Cutback)

N\,

A\

A

EAVE / BLANK
PANEL
(Specify 2"-11" Cutback)

VALLEY CONDITION

4

g EAVE / BLANK -
=5 MALE - 2
o o0
. DOWN SLOPE o
'E N R =z
3% FEMALE oo
S &
_)‘!) ONE OR MORE PANELS FROM

*

EAVE OR VALLEY** TO PEAK
** For valley applications specify 0” cut back.

74N\

- 11”7

Specify Cutback
of 2”

PANEL PANEL

IBL Roof Panel
Ordering Information

7

7

\\\\\§y

\

7

\\\\\

Z

MID / PEAK
PANEL
(See Previous Pag

e

(Specify 2"-11” Cutback)

EAVE / HIP
PANEL
(Specify 2"-11" Cutback)

HIP CONDITION

* 1¥,” Dimension is to the line of dimples for endlap fastener location.

ks k3
S0 . SN0
EAVE / HIP gQ Wl% PEAK / HIP gg
=S8 X =T
MALE r gl MALE Ya
DOWN SLOPE Sz = DOWN SLOPE =]
T Z x =1 -— Z x
o O e}
FEMALE o8 . FEMALE - ©
g2 b ga
ONE PANEL FROM EAVE TO HIP ¥ 2 UPPERMOST PANEL WHEN S g
g TWO OR MORE PANELS ARE %

REQUIRED FROM EAVE TO HIP

ORDERING INFORMATION:
1.

Specify panel designation based on number of panels required to run from eave to hip, eave to ridge or valley to ridge. See

panel types above to help determine panel designations based on your particular application.

2.
looking up slope.
3.

Roof panels, whether single panel run or multiple panel run, must be erected right to left when standing at the eave and

Single panel run on roof - specify panel as “Eave/Blank” for valleys with a specified cut back of 0”. For hips, specify panel as

“Eave/Hip” and cut back at eave 2" - 11” in 1” increments.

4.

Multiple panel run on roof - specify lower panel as “Eave/Blank” and cut back at eave 2” - 11" in 1” increments. Specify

middle and/or peak panels as “Peak/Hip” or “Mid/Peak” and the cut back at end lap(s) will be 3".

5.

Panels under 12’-0" in length cannot be notched, swaged, dimpled, cut back or have backer plates installed. When required,

these panels can be field notched and cut back by the installer.

FP-22
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®

Jackson, MS
201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

RWP Il Wall & Roof Panel _
36" Coverage - 1%27, 27, 212, 3”, 47, 5” and 6” Thicknesses
I 1‘
1y, Exterior Surface
1%,", 2", 2%,", 3",
4" 5" or 6"
PRICE PER SQUARE
EXT. INT. NET PANEL WEIGHT OVER
GA. GA. WIDTH THICKNESS PER SQ. FINISH E 0-100 101-400 401-750 750
26 26 36" 1%," 197# Galvalume Plus® x \Y/ \Y/ \Y/ \Y/
26 26 36" 19" 197# Signature® 200 * \Y/ \Y \Y/ \Y
26 26 36" 19" 197# Signature® 300 * \Y/ \Y \Y/ \Y
26 26 36" 2" 207# Galvalume Plus® = V Vv Vv Vv
26 26 36" 2" 207# Signature® 200 * Vv \Y% \Y% \Y%
26 26 36" 2" 207# Signature® 300 * Vv \Y% \Y% \Y%
26 26 36" 2Y," 217# Galvalume Plus® < Vv \4 V \4
26 26 36" 2Y," 217# Signature® 200 * Vv \ Vv \4
26 26 36" 2Y," 217# Signature® 300 * Vv \ Vv \4
26 26 36" 3" 227# Galvalume Plus® < \Y/ \Y \/ \Y
26 26 36" 3" 227# Signature® 200 * Vv \4 Vv \4
26 26 36" 3" 227# Signature® 300 * Vv \4 Vv \4
26 26 36" 4" 247# Galvalume Plus® x< \Y/ \Y/ \Y/ \Y/
26 26 36" 4" 247# Signature® 200 * \Y/ \Y \Y/ \Y
26 26 36" 4" 247# Signature® 300 * \Y/ \Y \Y/ \Y
26 26 36" 5" 267# Galvalume Plus® < V Vv Vv Vv
26 26 36" 5" 267# Signature® 200 * Vv \Y% \Y% \Y%
26 26 36" 5" 267# Signature® 300 * Vv Vv Vv Vv
26 26 36" 6" 287# Galvalume Plus® x< Vv \4 V \4
26 26 36" 6" 287# Signature® 200 * Vv \ Vv \4
26 26 36" 6" 287# Signature® 300 * Vv \ Vv \4
*See IPS Color Chart for available colors
E In addition to the published price, Non-stocked and Custom Colors will

require add charge. See Coil Add Charge Table in Panel Pricing notes.

See IPS Color Chart for stocked colors

For other gauges or finishes, Please Inquire

Signature is a registered trademark of NCI Group, INC. Galvalume Plus is a registered and protected trademark of BIEC International, Inc.

* The Galvalume Plus® coating is subject to variances in spangle from coil to coil which may result in noticeable shade variation in
installed panels.The Galvalume Plus® coating is also subject to differential weathering after panel installation. Panels may appear to be
different shades due to this weathering characteristic. If a consistent appearance is required, IPS recommends that pre-painted panels
be used in lieu of Galvalume Plus®. Shade variation in panels manufactured from Galvalume Plus® coated material do not diminish the
structural integrity of the product. These shade variations should be anticipated and are not a cause for rejection.
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Corporate Office:

Houston, TX
14031 West Hardy | Houston, TX 77060 | P : 800.729.9324
® Manufacturing Plant:

Jackson, MS
INSULATED PANEL SYSTEMS 201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136

PRICING INSULATED PANELS

RWP Il Wall & Roof Panel
36" Coverage - 1%27, 27, 212”7, 3”7, 4”, 5” and 6” Thicknesses

T |

1y Exterior Surface

f
19, 2 2y, 3"
45" or 6"

PANEL PRICING:

1. Pricing is for the panels only. Other accessories are sold separately. Panel pricing is based on net coverage and the total
square feet of panel order within the same gauge and color. Use proper column for panel pricing. Refer to Set-Up Fee
and Coil Add Charge Table below for additional small quantity charges.

2. Pricing is based on the exterior skin gauge and coating system shown. Interior skin is 26 gauge embossed Mesa painted
USDA White. For other gauges or finishes, please inquire.

3. The exterior skin is smooth as standard. For Stucco embossed exterior skin, add $7.55 per square. The interior skin is
Stucco embossed as standard.

4. Pricing does not include vapor seal mastic. Vapor seal mastic, in interior joint, must be field installed. Panel side lap mas-
tic, required in roof applications, must be field installed.

5. For short panel lengths, add: $8.00 per panel for lengths under 8’-0".

6. All prices include standard packaging.
7. See pages FP-31 and FP-34 - FP-42 for accessory pricing. Pages FP-50 - FP-54 and FP-58 for trim
pricing.
SET-UP FEE FOR ORDERS
Less than 1,000 SO. ft. . ... oo e Add a $2,500 set-up charge
1,000 - 2,499 SO. . oottt e Add a $1,500 set-up charge
2,500 - 5,000 SO. ft. ..ot e Add a $500 set-up charge
COIL ADD CHARGE TABLE for 26 gauge Non-stocked Colors Only (See IPS Color Chart for stocked colors)
0-999 SO. fl. . ot Add a $18.00 per sq. ft. charge
1,000 - 1,999 SQ. ft. .ottt Add a $8.25 per sq. ft. charge
2,000 - 2,999 SO. fl. oottt Add a $3.40 per sq. ft. charge
3,000 - 3,999 SQ. fl. ..ot e Add a $1.80 per sq. ft. charge
4,000 - 4,999 SO. fl. ottt Add a $0.98 per sq. ft. charge
5,000 - 5,999 8. fl. ..ottt Add a $0.50 per sq. ft. charge
6,000 - 6,999 SO. fl. ... o e Add a $0.25 per sq. ft. charge
7,000 - 7,999 SO. fl. oottt Add a $0.20 per sq. ft. charge
8,000 - 8,999 SQ. fl. ..\ ot Add a $0.15 per sq. ft. charge
9,000 - 9,999 SQ. fl. ..\t e Add a $0.10 per sq. ft. charge
PACKAGING:
1. Standard packaging: Cardboard runners with OSB along length of the bottom of bundle, end caps and shrinkwrap.
2. Panels have protective strippable film on both sides, which must be removed during installation.
3. Maximum weight per bundle is 7,500#. Maximum bundle height is 48”.
4. Special PACKAGING . . . . oottt Please Inquire
DELIVERY:
1. Stocked gauges and colors (See IPS Color Chart for available colors) .............. ... ... ... .... Allow (4-8) Weeks
2. Other gauges, colors or small quantities of standard, non-stocked colors . ........................... Please Inquire
NOTES:

1. Maximum panel length is 40’-0". For longer lengths, please inquire

2. Exterior panel skin is smooth as a standard and can be Stucco embossed as an option.

3. Panels are through-fastened to the building structure and as such, are not recommended for use in cooler/freezer applica-
tions or in buildings with high humidity interiors, such as those with swimming pools, or wet-process industrial plants.

4. For Valley applications specify a 0” cut back on the Eave/Blank panel.

5. For panel ordering information, see pages FP-25 - FP-27.

IMPORTANT NOTICE TO INSTALLER/CUSTOMER: Material should be inspected carefully prior to installation for defects includ-
ing excessive oil canning. Installation of material constitutes acceptance.
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Corporate Office:

Houston, TX

14031 West Hardy | Houston, TX 77060 | P : 800.729.9324

Manufacturing Plant: ®
Jackson, MS

201 Apache Drive | Jackson, MS 39272 | P : 800.622.4136 INSULATED PANEL SYSTEMS

INSULATED PANELS PRICING

RWP Il Roof Panel
Roof Panel Ordering Information

EAVE / BLANK é
MALE o5,
5
DOWN SLOPE O
_— H
Pk
FEMALE S5
[}
ONE PANEL FROM EAVE TO PEAK (%

MULTIPLE PANEL
RUN

é EAVE / BLANK o MID / PEAK o MID / PEAK

24 FEMALE g FEMALE S FEMALE

S o o

o DOWN SLOPE = DOWN SLOPE = DOWN SLOPE

2N < o < o <

o = MALE : MALE : MALE

o © ™ ™

(% MORE THAN ONE PANEL THREE OR MORE PANELS MORE THAN ONE PANEL
FROM EAVE TO PEAK FROM EAVE TO PEAK FROM EAVE TO PEAK

ORDERING INFORMATION:

1. Specify panel designation based on number of panels required to run from eave to ridge. See panel types above to help

determine panel designations based on your particular application.

Roof panels, whether single panel run or multiple panel run, must be erected left to right when standing at the eave and
looking up slope.
Single panel run on roof - specify panel as “Eave/Blank”. Specify cut back at eave 2" - 11" in 1” increments.
Multiple panel run on roof - specify lower panel as “Eave/Blank” and cut back at eave 2” - 11" in 1” increments. Specify
middle and/or peak panels as “Mid/Peak” and the cut back at end lap(s) will be 3”.
For Valley applications specify a 0” cut back on the Eave/Blank panel.
Panels under 8’-0” in length will not have factory cutbacks. When required, these panels can be field cutback by the
installer.

o D
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