






GENERAL INFORMATION                    Insulated Wall Panels

Houston, TX
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DOOR OPENINGS 
with FLAT JAMB Trim

(continued) 

Apply non-skinning butyl sealant to inside back 
leg of flat door jamb trim. Slightly pull panel out, 
rotate and slide jamb trim into place.

 

 
 

Door Jamb Trim Installation

Girt

Eave Strut

1" x 3/32" Tape Sealant

Pre-drill Jamb Framing with
5/16" Drill Bit at 12" O.C. for 
Jamb Trim Attachment from 
Back Side

Base Angle

Foundation
Urethane Sealant

Base Trim

Door Jamb Trim
With Non-skinning Butyl
Sealant Applied to Inside 
of Back Leg

IPS Insulated Panel

Exterior Sealant Pigtail
(Non-Skinning Butyl or as Specified)

Wall Panel Clip HW-2320

Notched Head Trim

Non-skinning Butyl
Sealant (Continuous)(Foam Tape Optional)

Urethane Sealant

Interior Sealant Pigtail
(Non-skinning Butyl 
or as Specified)

Pancake Head
Fastener S.D.
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DOOR OPENINGS 
with FLAT JAMB Trim

(continued) 

Push wall panel tightly to the structure and 
hold in place.

Fasten the panel to the door jamb with lap 
tek self-drilling fasteners at 12" on center. 
Fasteners will be installed through the 5⁄16" 
predrilled holes in the door jamb, into the 
interior skin of the panel.

Attach the panel to the door header with Cee 
clips at 12" on center. Fasten Cee clips to the 
interior skin of the panel with Fab-Lok® 
fasteners.

Backside Panel Attachment
(For Door Frame)

Door Jamb

Door Jamb

Door Jamb Trim

Girt

IPS Insulated Panel 
(Backside)

Lap Tek Self-Driller
At 12" O.C. in Each
Pre-drilled Hole

Cee Clip HW-2322

Fab-Lok® Fastener
(Each Clip)
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INSTALLATION                         Insulated Wall Panels

FIRST PANEL 

Before installing the first panel, make sure you 
have thoroughly reviewed the previous pages 
of this manual and are familiar with all 
requirements to ensure proper installation.

Set the first panel on the base trim and 
confirm that it is properly aligned with the 
steel line of the building and is plumb. Use a 
6' level and set it against the uncut edge of 
the panel to check plumb.  

Visually check to see that the panel touches 
all structural members at the base, 
intermediate girts and the eave/rake. Forcing 
the panel to conform to out-of-plane 
structurals will cause the panel to oil can. 
Attach the panel to the building structurals 
with wall clips as previously outlined.

If offset corner trim is to be used, face fasten 
the panel with hex head fasteners at the 
base, intermediate structurals and eave/
rake. If flat corner trim is to be used, attach 
the panel at the corner to the interior skin of 
the panel with Fab-Lok® fasteners or face 
fasten with flat head self-drilling fasteners.

Setting First Panel

Perimeter Non-skinning 
Butyl Sealant
(Foam Tape Optional)

Hex Head or Flat Head 
Thru-Panel Fastener (at
each Structural Support)

Eave Strut

Base Trim

Base Angle

6' Level

Lap Corner Flashing 
Over Base Trim

Foundation

Girt

 Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant Pigtail 
(Non-skinning Butyl Sealant)

 Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant Pigtail
( Non-skinning Butyl Sealant) 

Wall Panel Clip HW-2320
At Each Conn.

Exterior Sealant Pigtail 
(Non-Skinning Butyl or 
as Specified)

IPS Insulated Panel

Setting First Panel
(Clip Attachment)

Eave Strut

Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant Pigtail
(Non-skinning Butyl Sealant)

Base Angle

Girt

Exterior Sealant Pigtail
(Non-Skinning Butyl or 
as Specified)

Wall Panel Clip
HW-2320 At 
Each Conn.

Concrete Fastener
Base Trim

Foundation Non-skinning Butyl Sealant
(Foam Tape Optional)Interior Sealant

Pigtail (Non-skinning Butyl Sealant)

IPS Insulated Panel
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   Insulated Wall Panels                          INSTALLATION

Setting Intermediate Panels

Foundation
Base Trim

Eave Strut

Base Angle

6' Level

Lap Corner
Flashing Over
Base Trim

Girt

Installed
Panels

Intermediate
Panel

Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant
Pigtail (Non-skinning 
Butyl Sealant)

Non-skinning 
Butyl Sealant 
(Foam Tape 
Optional)

Exterior Sealant Pigtail 
(Non-Skinning Butyl 
or as Specified)

Thru-panel Fastener
(at each Structural 
Support)

1" Gap
(Max.)

Wall Panel
Clip HW-2320 
At Each Conn.

Interior Sealant 
Pigtail (Non-skinning 
Butyl Sealant)

Setting Intermediate Panel
(Clip Attachment)

Exterior Sealant Pigtail 
(Non-Skinning
Butyl or as Specified)

Eave Strut

Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant Pigtail 
(Non-skinning Butyl Sealant)

Base Angle

Girt

Installed
Panel

Wall Panel Clip
HW-2320 At 
Each Conn.

Concrete Fastener
Base Trim

Foundation Non-skinning Butyl Sealant
(Foam Tape Optional)

Interior Sealant
Pigtail (Non-skinning Butyl Sealant)

INTERMEDIATE PANELS 

If panels were not ordered with factory 
installed side joint sealant, field apply 
sealant as shown on the construction 
drawings. Apply pigtail sealant to previous 
panel as outlined on Panel Sealant 
Requirements pages IWP-31.

Position the panel on the base assembly so that 
its edge will just clear the side lap of the 
previously installed panel and raise it into place.   
To prevent sealant displacement during panel 
engagement, a 1" gap must be maintained 
when installing intermediate panels.

 
Push the panel toward the previously installed 
panel to engage the tongue-and-groove side 
lap. Make sure the panel joint is fully engaged 
and uniform along the entire length of the 
panel. If difficulty in fully engaging the panel is 
encountered, there may be damage to the side 
lap of one of the panels. If the panel is 
disengaged for any reason, make sure that 
any dislodged mastic in the panel side lap or at 
the base and/or head  is reapplied.

Once the panel is fully engaged to the previously 
installed panel, check for plumb and install 
clips at all structural locations.
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INSTALLATION                         Insulated Wall Panels

QUALITY CONTROL

It is critical to check each panel before 
installation to ensure that it is not damaged.  
After each panel has been installed, check 
for the following:

Panels
•  �Check for ripples in the panels caused by 

misaligned structural framing members or 
overtightened clips.

•  Check for dents and scratches.

•  �Check the full length of the exposed 
tongue-and-groove side lap for damage 
and proper clip placement before trying to 
engage the next panel.

 

Checking The Installed Panels

IPS Insulated Panel

Base Angle

Urethane Sealant
Foundation

Girt

Eave Strut

At the top of the panel
check the panel joint

Check for rippling caused
by misaligned structurals

Check for panel face
distortion at clips

Check for panel
edge damage

Check that fasteners
have secured the panel
flush against structurals

Check that joint gap
is uniform from top
to bottom

Check for panel
face damage
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   Insulated Wall Panels                          INSTALLATION

Checking The Panel Joint

Joint Gap

Check that joint is fully engaged 
with ⅛" max. gap between the 
panel edges

Eave Strut

Check that the joint sealant
fills the sealant cavity

IPS Insulated Panel

Checking The Panel Clip

Base, Head or
Intermediate Structural

Check that overdriven screws
do not crush panel edge more
than 1⁄16"

Check that clip is
correctly positioned
and fastened

1⁄16"
 maximum

IPS Insulated Panel

Wall Panel Clip Hw-2320 at Panel 
Joint W/(2) Self-Drilling Screws

QUALITY CONTROL
(continued) 

Panel Connections
•  �Ensure that the proper clip fasteners are 

being used.

•  �Check for gaps between the panel and the 
building structurals caused by obstructions 
or loose clip fasteners.

•  �Check for overdriven (more than 1⁄16") clip 
fasteners at the clip locations.  

 

Panel Joint
• � �Check side laps for complete engagement.

•  �Check that the tongue is fully embedded 
in the sealant within the tongue-and-
groove side lap.

•  �Check that the full length of the side lap 
joint has a uniform gap width up to ⅛".

The above inspections are aided by having the 
installer attaching the top of the panels to the 
structure look down the length of the panels as 
they are installed.
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DETAILS
BASE-With Notch

SILL TRIM

CONCRETE

BASE ANGLE

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

URETHANE SEALANT
(CONTINUOUS)

Base With Notch

IPS INSULATED PANEL

WALL PANEL CLIP 
HW-2320 AT PANEL 

JOINT W/(2) SELF-
DRILLING SCREWS OR

AS SPECIFIED

ANGLE TRIM
(T-5051)

⅛" POP RIVET
(FASTENER #14)

@ 12" O.C.
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DETAILS
BASE-Without Notch

SILL TRIM

NON-SKINNING BUTYL SEALANT

FASTENER #12A @ 12" O.C.

FASTENER #14

(CONTINUOUS)
(FOAM TAPE OPTIONAL)

CONCRETE

BASE ANGLE

PANEL SUPPORT
GALVANIZED ANGLE (14-GA.)

URETHANE SEALANT

¼" DRIVE PIN 3'-O" O.C.

(CONTINUOUS)

Base Without Notch

IPS INSULATED PANEL

WALL PANEL CLIP 
HW-2320 AT PANEL 

JOINT W/(2) SELF-
DRILLING SCREWS OR

AS SPECIFIED

ANGLE TRIM
(T-5051)

⅛" POP RIVET
(FASTENER #14)

@ 12" O.C.
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DETAILS
INSIDE CORNER-Offset

INSIDE CORNER-OFFSET TRIM

WALL GIRT

1" X 3⁄32" TAPE SEALANT

¼-14 SELF-DRILLER
@ EACH STRUCTURAL

MEMBER

FIELD INSTALLED EXPANDING
FOAM OR BLANKET INSTALLATION
(NOT BY IPS)

⅛" POP RIVET OR
LAP TEK @ 12" O.C.

⅛" POP RIVET @ 12"  O.C.

⅛" RIVET EACH STRUCTURAL SUPPORT

OUTSIDE CORNER TRIM

EXTERIOR INSIDE
CORNER TRIM

NON-SKINNING
BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

IPS INSULATED PANEL

IPS INSULATED PANEL



   Insulated Wall Panels                               DESIGN

SUBJECT TO CHANGE WITHOUT NOTICE	 SEE www.insulated-panels.com FOR CURRENT INFORMATION	 EFFECTIVE AUGUST 27, 2010	 IWP-61

Houston, TX
14031 West Hardy
Houston, TX 77060
800-729-9324

Jackson, MS
201 Apache Dr.
Jackson, MS 39272
800-622-4136

DETAILS
INSIDE CORNER-Flat

Optional

WALL GIRT

⅛" POP RIVET OR 
LAP TEK @ 12" O.C.

OUTSIDE CORNER TRIM

EXTERIOR INSIDE
CORNER TRIM

⅛" POP RIVET
@ 12" O.C.

FAB-LOK® FASTENER
[FASTENER #131] @ EA.
STRUCTURAL MEMBER

NON-SKINNING BUTYL
SEALANT (CONTINUOUS)
(FOAM TAPE OPTIONAL)

⅛" POP RIVET @ EACH 
STRUCTURAL SUPPORT

FIELD INSTALLED EXPANDING
FOAM OR BLANKET

INSULATION (NOT BY IPS)

INSIDE CORNER-FLAT TRM

IPS INSULATED PANEL

IPS INSULATED PANEL

1" X 3⁄32" TAPE SEALANT

1"
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DETAILS
INSIDE CORNER-Flat

WALL GIRT

⅛" POP RIVET @ 12" O.C.

OUTSIDE CORNER TRIM

EXTERIOR INSIDE
CORNER TRIM

⅛" POP RIVET @ 12" O.C.

FLAT HEAD SELF-
DRILLER @ EA. GIRT

IPS INSULATED PANEL

IPS INSULATED PANEL

FIELD INSTALLED EXPANDING
FOAM OR BLANKET

INSULATION (NOT BY IPS)

INSIDE CORNER-FLAT TRIM-OPT

NON-SKINNING BUTYL
SEALANT (CONTINUOUS)
(FOAM TAPE OPTIONAL)

1" X 3⁄32" TAPE SEALANT

⅛" POP RIVET @ EACH 
STRUCTURAL SUPPORT

1"
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DETAILS
OUTSIDE CORNER-Offset

 

 

 

 

WALL GIRT

⅛" POP RIVET @ 12" O.C.

⅛" POP RIVET EACH 
STRUCTURAL SUPPORT

EXTERIOR OUTSIDE
CORNER TRIM

INSIDE CORNER TRIM

FIELD INSTALLED
EXPANDING FOAM OR 
BLANKET INSULATION

(NOT BY IPS)

¼-14 SELF-DRILLER
@ EACH STRUCTURAL MEMBER

⅛" POP RIVET
OR LAP TEK
 @ 12" O.C.

NON-SKINNING
BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

OUTSIDE CORNDER-OFFSET TRIM

IPS INSULATED PANEL

IPS INSULATED PANEL

1" X 3⁄32" TAPE SEALANT
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DETAILS
OUTSIDE CORNER-Flat

Optional

WALL GIRT

⅛" POP RIVET @ 12" O.C.

INSIDE CORNER TRIM

⅛" POP RIVET OR LAP TEK
@ 12" O.C.

NON-SKINNING
BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

OUTSIDE CORNER-FLAT TRIM

IPS INSULATED PANEL

IPS INSULATED PANEL

FIELD INSTALLED EXPANDING
FOAM OR BLANKET INSULATION

(NOT BY IPS)

EXTERIOR OUTSIDE
CORNER TRIM

1" X 3⁄32" TAPE SEALANT

⅛" POP RIVET @ EACH STRUCTURAL SUPPORT

FAB-LOK® FASTENER
[FASTENER #131] @ EA.
STRUCTURAL MEMBER
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DETAILS
OUTSIDE CORNER-Flat

OUTSIDE CORNDER-FLAT TRIM-OPT

WALL GIRT

⅛" POP RIVET @ 12" O.C.

EXTERIOR OUTSIDE
CORNER TRIM

INSIDE CORNER TRIM

⅛" POP RIVET OR LAP TEK
@ 12" O.C.

NON-SKINNING
BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

FIELD INSTALLED EXPANDING
FOAM OR BLANKET

INSULATION (NOT BY IPS)

IPS INSULATED PANEL

IPS INSULATED PANEL

1" X 3⁄32" TAPE SEALANT

⅛" POP RIVET @ EACH
STRUCTURAL SUPPORT

FLAT HEAD SELF-DRILLER
@ EA. STRUCTURAL MEMBER
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DETAILS
FRAMED OPENING

Head

NON-SKINNING BUTYL
SEALANT (CONTINUOUS) 
(FOAM TAPE OPTIONAL)

HEADER FRAME

WINDOW FRAME
(BY OTHERS)

HEAD TRIM

⅛" POP RIVET @ 12" O.C.

2 ¾" X 1 ¼" X 14 GA.
ANGLE ATTACH HEAD

TRIM AND ANGLE

URETHANE SEALANT
(CONTINUOUS)

FASTENER #12A @ 12" O.C.

FRAMED OPENING-HEAD

IPS INSULATED PANEL

WALL PANEL CLIP HW-2320
AT PANEL JOINT W/ (2)

SELF-DRILLING SCREWS OR
AS SPECIFIED

NON-SKINNING BUTYL
SEALANT (CONTINUOUS)
(FOAM TAPE OPTIONAL)



   Insulated Wall Panels                               DESIGN

SUBJECT TO CHANGE WITHOUT NOTICE	 SEE www.insulated-panels.com FOR CURRENT INFORMATION	 EFFECTIVE AUGUST 27, 2010	 IWP-67

Houston, TX
14031 West Hardy
Houston, TX 77060
800-729-9324

Jackson, MS
201 Apache Dr.
Jackson, MS 39272
800-622-4136

DETAILS
FRAMED OPENING

JAMB-Offset

1" X 3⁄32" TAPE SEALANT

¼-14 SELF-DRILLER @ 24" O.C.

NON-SKINNING BUTYL SEALANT
(FOAM TAPE OPTIONAL)

JAMB FRAME

WINDOW FRAME
(BY OTHERS)

JAMB TRIM

⅛" POP RIVET OR LAP TEK @ 12" O.C.

URETHANE SEALANT
(CONTINUOUS)

FRAMED OPENING-JAMB-OFFSET TRIM

IPS INSULATED PANEL
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DETAILS
FRAMED OPENING

JAMB-Flat
Optional

JAMB FRAME

WINDOW FRAME
(BY OTHERS)

JAMB TRIM

⅛" POP RIVET OR LAP TEK @ 12" O.C.

URETHANE SEALANT
(CONTINUOUS)

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

FRAMED OPENING-JAMB-FLAT TRIM

IPS INSULATED PANEL

'CEE' CLIP [HW2322] @ 24" O.C.
ATTACH W/ 5⁄16" X 1 ⅜" FAB-LOK®

FASTENER [FASTENER #131]

1" X 3⁄32" TAPE SEALANT

1" X 3⁄32" TAPE SEALANT
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DETAILS
FRAMED OPENING

JAMB-Flat

JAMB FRAME

WINDOW FRAME
(BY OTHERS)

JAMB TRIM

⅛" POP RIVET OR LAP TEK @ 12" O.C.

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

URETHANE SEALANT
(CONTINUOUS)

FRAMED OPENING-JAMB-FLAT TRIM-OPT

IPS INSULATED PANEL

1" X 3⁄32" TAPE SEALANT

FLAT HEAD SELF-DRILLER
@ 24" O.C.
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DETAILS
FRAMED OPENING

SILL-Offset

95◦

FRAMED OPENING-SILL-OFFSET TRIM

WINDOW FRAME
(BY OTHERS)

SILL TRIM

URETHANE SEALANT
(CONTINUOUS)

⅛" POP RIVET OR LAP TEK
@ 12" O.C.

IPS INSULATED PANEL

1" X 3⁄32" TAPE SEALANT

SILL FRAME

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

WALL PANEL CLIP HW-2320
AT PANEL JOINT W/ (2) 
SELF-DRILLING SCREW OR
AS SPECIFIED

½
"
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DETAILS
FRAMED OPENING

SILL-Flat

FRAMED OPENDING-SILL-FLAT TRIM

IPS INSULATED PANEL

SILL FRAME

WINDOW FRAME
(BY OTHERS)

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

⅛" POP RIVET OR
LAP TEK @ 12" O.C.

WALL PANEL CLIP HW-2320
AT PANEL JOINT W/ (2) 
SELF-DRILLING SCREW OR
AS SPECIFIED

95◦

½
"

SILL TRIM

URETHANE SEALANT
(CONTINUOUS)

1" X 3⁄32" TAPE SEALANT
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DETAILS
STACK JOINT

2 ¾" X 1 ¼ X 14 GA. ANGLE
ATTACH STACK JOINT TRIM AND
ANGLE W/ PANCAKE HEAD @ 12 O.C.

STACK JOINT TRIM

⅛" POP RIVET OR LAP TEK
@ 12" O.C.

WALL GIRT

4" X 2" X 14-GA. ANGLE
ATTACH TO GIRT W/ ¼"-14 X 1"
SELF-DRILLER @ 12" O.C.

NON-SKINNING BUTYL SEALANT
(CONTINUOUS)

(FOAM TAPE OPTIONAL)

PANEL STACK

WALL PANEL CLIP HW-2320
AT PANEL JOINT W/ (2)

SELF-DRILLING SCREW OR
AS SPECIFIED

WALL PANEL CLIP HW-2320
AT PANEL JOINT W/ (2) 
SELF-DRILLING SCREW OR
AS SPECIFIED

IPS INSULATED PANEL

NON-SKINNING
BUTYL SEALANT
(CONTINUOUS)
(FOAM TAPE OPTIONAL)

1" X 3⁄32" TAPE SEALANT

ANGLE TRIM (T-5051)

⅛" POP RIVET @ 12" O.C.



NOTES
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